Name XAOS

Model Luffe 45 Sport
Year-Number 2012 #9
INTRODUCTION

Experience the thrill of sailing with unmatched elegance and performance with Xaos. Only 1
experienced Luffe owner since its launch and still under 10.000 nm sailed this boat is in very fine
condition and has always been professionally maintained.

Xaos is vacuum laminated in epoxy for ultimate strength to weight ratio and a lifetime warranty
against osmosis. In the history of Luffe she was the first boat to feature an integrated carbon grid
taking the loads from the keel and rig during sailing and of course, also in case of a gounding. The
grid spans over a higher percentage of length and width than the standard galvanized steel grid which
further enhances the safety and integrity of the hull and keel.

The boat features two aft cabins and an owner's salon. First-class interior with wood in Khaya
mahogany and teak as the flooring.

The high modulus carbon rig from market leader Southern Spars ensures a combination of
lightweight & strength and with its integrated lazy-jack system and electric winches for the halyard
and mainsheet, it is incredibly easy to handle her in any wind conditions.

Equipped with a complete set of North 3Di upwind sails including the choice of CodeO and A2/A3
Gennakers, you always have the right sail sailing downwind effortless and fast, even with a small crew
of 2.

A complete B&G navigation and autopilot system ensures that navigation and steering under
autopilot is effortless even under sail thanks to the upgraded 5 axis gyro compass sensor and the
powerful Jefa drive. Naturally for a boat of this quality and comfort, there is also AIS and VHF, shore
power, hot/cold water, electric toilet, heating from Ardic, electric windlass for the 15 kg anker which
is integrated neatly in the carbon fiber bowsprit and a FUSION music system with speakers both in
the saloon and the cockpit.

Xaos is located in the Royal Yacht Club of Palma on Mallorca. Viewing and test sail is available all year
around upon prior appointment.

GENERAL SPECIFICATION

LOA with bowsprit 14.40 m 47 ft
LOA 13.70 m 45 ft
LWL 12.30 m 40 ft
Beam 3.89m 13 ft
Draft 2.59m 8,5 ft
Displacement 8.900 kg

Ballast 3.300 kg

Engine 55 HP

Sail Area Upwind 109 m2

Sail Area Downwind 214 m2



ABOVE DECK

Hull:

Hull vacuum laminated in epoxy

Freeboard in high quality paint (Awlgrip HDT)

Bottom treatment, sprayed applied 3 layers epoxy primer and 2 layers antifouling

Deck:

Deck vacuum laminated in epoxy

Teak in cockpit, side decks and coachroof
Removable teak cockpit table

Removable Carbon gangway (Carbonautica)

Mast & Rigging:

Southern Spars High Modulus Carbon mast with 21° swept back spreaders
Southern Spars Carbon boom

Southern Spars Aluminium vang

Hydraulic mast jacking system complete with shims

Southern Spars EC6 rigging combined with rod forestay and PBO backstay
Electric hydraulic backstay pump (remote control each side of helmsman position)
Reckmann UD Furling Forestay (manual — electric option)

Spreader lights for

New Main sheet in 2024

New Halyards in 2024 (Main, Top, Code-0, Fractional 1+2)

Sails:

North 3Dl endurance main
North 3DI endurance furling jib
CZ 60 Code zero

SK75/90 A3 gennaker

SK75 A2 gennaker

North snuffer for A2/A3

Sail Handling:

2 winches for Halyard and control lines on rooftop (Andersen s/s)

2 winches for Genua (Andersen s/s)

2 Electrical winches for Mainsail (Andersen s/s — remote control each side of helmsman position)
Carbon Bow Sprit, clear-coated for cruising and club racing purposes

Anker:
Under Deck Lofrans Anchor windlass, 1000W low profile electric with wireless remote control
15 kg S/S Bruce anker with 50 m 8mm S/S chain

Covers:
Sprayhood (flush in sprayhood garage on coachroof when not in use)
Boomcover with integrated lazy-jack system



BELOW DECK

Layout:

1 front owners cabin with portside berth and walkthrough to owners separate shower/bath room
2 aft double guest/crew cabins

Saloon with variable seating/dining options, L-Galley

Finish:

Accommodation in Khaya mahogany with teak floor

Upper cupboards in saloon white painted, hull finished with white painted balsa veneer panels.
All bulkheads are GFC reinforced divinycell with a white matte finish

All floorpanels are GFC reinforced divinycell with a teak liner

SYSTEMS

Engine:

Yanmar 4JH5E 54hp engine with SD-60 saildrive

18” 3 blade Gori propeller, 2016

Engine hours 1525, October 2024

140 | diesel tank (range 200 nm at 5l/hour/7 knots)

Cruising speed under engine (7 knots at 1800 rpm, 7,5 knots at 2000 rpm, 8 knots at 2200 rpm, 8,5
knots at 2400 rpm)

Power management:

4x120Ah AGM service batteries (2021)

1x80Ah AGM starter battery (2012)

220V shore power with 5 sockets in cabins, galley and navigation centre

Victron multiplus 12/1600-70 Charger/Inverter

Victron Battery Monitor system

LED lights in whole ship inclusive night lights for Navigation center and Galley (Prebit)

Navigation:

B&G H3000 System with vertical Carbon MHU and KWH Gyro compass sensor
B&G Autopilot with Jefa drive and B&G H3000 display

2 B&G Zeus T12 combined Plotter

3 B&G H3000 GFD displays

AIS transmitter and receiver

1 Plastimo Magnetic compas

Heating:
Ardic diesel heater with 5 outlets (one for each cabin plus salon and toilet)

Galley:

deep top-loading refrigerator
front-loading refrigerator
Techimpex 2 burner stove with oven
Nespresso machine



Water:

2 watertanks of 190 and 150 | capacity

VOLA chrome taps in galley, shower and toilet
Electric toilet (Sanmarin)

20 liter Hot water boiler (Isotherm)

Cockpit shower

Safety:

Massive CFK grid for optimum distribution of loads from the rig and the keel
Keel fixed to hull with 11 S/S bolts

Manual bilge pump

Electrical bilge pump

EPIRB (2012)

Jon-Buoy (2024)

DSC VHF Masthead VHF antenna (Icom)
LED Nav lights (Loplight)

Emergency tiller (Jefa)

6 pers liferaft (Ocean Safety — need service)

ADDITIONAL EQUIPMENT

240 cm Quicksilver tender (2023)

4 HP 2 stroke Mercury outboarder (2023)
4 Danfenders A4

4 Mooring lines

1 CFK Flagpole (Carbonautica)



